
CHROME

 Sapphire Crystal Cooling Technology
 Laser handpiece up to 1200W power
 Fluence up to 160J/cm2 Energy Output
 USA Micro Channel Laser Bars 20 millions shots

Technical specifications

Handpiece features

 Painfree Hair Removal
 Multi Cooling Handpiece
 Cooling temp. low up to -10°C
 12*20 spot size
 12*12 spot size (optional)
 15*27 spot size (optional)
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Chrome superpulse diode laser is performed using gold diode laser tech-
nology, Chrome gives the best hair removal result due to:

CHROME

 top energy to go deeper in the dermis and 
destroy a great  quantity of hair follicles;  

 high energy delivered to vaporize residual 
hair follicles;

 high energy to coagulate capillaries to in-
terrupt the oxygen circle around the hair 
follicles; 

 fast repetition rate up to 10 hz to make ea-
sier and faster appplications; 

 Contacting surface cooling technology ap-
plied on the Sapphire Tip can eliminate the 
heat effect, greatly improving the treatment 
performance safety;

 15 x 27 mm, 12 x 20 mm and 12 x 12 mm spot size deliver up to 160 J/cm2 with 
selectable pulse widths up to 400 ms for an effective and definitive applica-
tion;

 Low maintenance cost makes MIA Laser Chrome Diode the best solution for Aesthe-
tic field in hair removal.  

 Clinical studies have demonstra-
ded that the combination of 3 
wavelengths has high pick ab-
sorption both on Melanin and on 
Oxyhemoglobin.

 As consequence, MIA Laser Chro-
me Diode can easily and efficien-
tly burn the follicles and at the 
same time achieve the blood co-
agulation around them.

 With a minimal blood flow, in Ana-
gens and Catagens phases, the 
follicles are no longer feeded.

 As further final result Chrome Diode 
reduces the hair regrow in all trea-
ted areas.

 The 3 different wavelengths allow 
to remove the hair follicles at diffe-
rent depths in the derma.
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